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17 SAFETY AND PROFESSIONAL SERICES SPS 372.06

Chapter SPS 372
CLEANING METHODS FOR HISTORIC BUILDINGS

SPS372.01 Purpose of chapter SPS 372.04 Penalties.
SPS 372.02 Scope and application. SPS 372.05 Definitions.
SPS 372.03 Administration and enforcement. SPS 372.06 Cleaning methods.
Note: Chapter Comm 72 was renumbered chapter SPS 372 under s 13.92 (4) (b) 1. Abrasive materials, includingand, glass beads, ground slag, volcanic ash,
1, Stats, Register December 2011 No. 672. crushedhutshells, rice husks, ground corncobs or crushed eggshells, carried in high—

pressureor Iow—pressure air or water
SPS 372.01 Purpose of chapter. Pursuant to s. 2. High-pressure water
101.1215 Stats. this chapter establishes rules for acceptable and (2) “Department” means the department of safety and profes
prohibitedcleaning methods for use on the exterior of qualifiesionalservices.
historic buildings. (3) “Qualified historic building” has the meaning given in s.
History: CR 05-064: crRegister February 2006 No. 60, 8F1-06. 101_121(2) (C), Stats.

N . Note: Und tion 101.121 (2 ts., “qualified historic building”
SPS 372.02 Scope and application. This chapter ahis(ioe,ic bE”S{nz,evig?g‘h: (2) (Srats., "qualified historic building” means

appliesto qualified historic buildings. 1.1s listed on, or has been nominated by the state historical society for listing on,
History: CR 05-064: crRegister February 2006 No. 602, 8-1-06. tr?e national register of historic places indabnsin or the state register of historic
places;
SPS 372.03 Administration and enforcement. Upon 2. Isincluded in a district which is listed on, or has been nomirstéide state
intof lai £ iolati f this chapiéne d rt t historicalsociety for listing on, theational register of historic places indsbnsin

receiptof acomplaint o aviolation ot tnis ¢ apfene department o e state register of historic places, and has been determined by the state historical
may do any of the following: societyto contribute to the historic significance of the district;

(1) Investigate the alleged violation. 2m. Is determined by the state historical society to be eligible for listing on the

. . nza}ionalregister of historic places inig¢onsinor the state register of historic places;
(2) Issueorders to stop the use of an abrasive cleaning method.. s listed on a certified local register of historic property; or

(3) Referthe vilaton to the appropriate authory for assess, £ I elbded 2 gt it s lsdor s cetfedlocal s of o
gp ° : p ) ; . e to the historic significance of the district.
Note: The complaint registration form SBD-192 is available from the Depart ngte: See s. 44.63, Stats., for criteria of significance for buildings to be considered
men_tsWeb site at wwwisps.w_l.goythrough links to Safety and Buildings f_orms. for placement on the state register of historic places.
. History: CR 05-064: crRegister February 2000. 602, & 3-1-06;correction History: CR 05-064: crRegister February 20060. 602, ef 3-1-06;correction
in (3) made under s. 13.92 (4) (b) 7., Stats., Register December 2011 No. 672y (2) made under s. 13.92 (4) (b) 6., Stats., Register December 2011 No. 672.

SPS 372.04 Penalties. Penalties for violations shall be  gpg 375 g Cleaning methods. (1) ABRASIVE CLEAN-
asses_semlaccordance with s. 101,'}215 (4), Stats. ING METHODS. Except as specified in sub. (2), no person may use
Note: Section 101.1215 (4), Stats., reads: “(4) (a) Any person who uses an abra brasi | . thod th teri f lified histori
sive cleaning method in violation of this section may be required to forfeit not le§§120rasive cleaning metnod on tne exterior ol a qualiiied historic

than $100 nor more than $1,0f20 each diense. Each day of continued violation building. An abrasive method of cleaning includes water that is

constitutes a separatefaise. i i
(b) Any owner of a qualified historic building who causes or permits the use deliveredwith a pressure greater than 1000 pounds per square

anabrasive cleaning method in violation of this section may be required to forfeit A h (psi).
lessthan $100 nor more than $1,000 for eadbrefe. Each day of continued viola  (2) OTHER USES AND METHODS. (@) An abrasivecleaning

tion constitutes a separatdefse.” i i
History: CR 05-064: crRegister February 2006 No. 602, 81-06. Ln;ig?%r%iyaﬁfTé)é t}),ﬁslt'losﬁg l?l?ilgi)ggnor cast iron elements that are
SPS 372.05 Definitions. In this chapter: (b) A cleaning method that uses a cleaning agent that-is dis

(1) “Abrasive cleaning method” has the meaning given in $olvablein water shall not be considered an abrasive cleaning
101.1215(1) (a), Stats. method provided the water is delivered with a pressure not

Note: Section 101.1215 (1) (a), Stats., reads: “Abrasive cleaning method” megh¢éceedingl000 psi.
any cleaning procedure that uses any of the following materials or tools: History: CR 05-064: crRegister February 2006 No. 602, 8-1-06.

RegisterDecember 201 No. 672
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